OVERHEAD POWER
DISTRIBUTION POLE
BY LEHI CITY POWER .

STAND OFF BRACKETS FOR RISER CONDUIT.
4" BRACKET + 2" UNISTRUT INSTALLED
BY LEHI CITY POWER .

UV RATED PVC SCH 40 CONDUIT,
DIAMETER SIZE AS SPECIFIED FOR JOB.
PROVIDED AND INSTALLED BY LEHI
CITY POWER

RMC FOR FIRST 10' SECTION AT THE POLE. CAP
AND/OR TAPE ALL CONDUIT ENDS OPENINGS.
PROVIDED AND INSTALLED BY
DEVELOPER/CONTRACTOR

EQUIPMENT CABINET
VARIES - SEE PLAN
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RMC LONG SWEEP ELBOW,
36" MIN. RADIUS FOR PRIMARY.

RMC INSTALLED BELOW GRADE SHALL
BE SUITABLY COVERED FOR
CORROSION PROTECTION

NOTES:

1. LEHI POWER SHALL PROVIDE AND SET POLE AND RISER; PROVIDE, PULL & TERMINATE CONDUCTORS.
2. EQUIPMENT BASE SHALL BE SET LEVEL AND ALIGNED WITH THE WALK OR ADJACENT ENTITIES TO
PROVIDE A NEAT APPEARANCE.

3. CONDUIT AND EQUIPMENT SHALL BE PLACED AFTER CURB, GUTTER AND WALK TO ASSURE CORRECT
PLACEMENT WITHIN THE EASEMENT.

4. FOR DEVELOPMENT WITHOUT WALKS, PLACE EQUIPMENT 3' MINIMUM BEHIND CURB.
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